
Porta Temp 4500A
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P O R T A B L E  A I R - C O O L E D
A I R  C O N D I T I O N E R

A strong, compact portable monoblock air conditioner designed 
to withstand the rigours and wear and tear of hire yet 

aesthetically pleasing and very quiet (57dBA)

•High performance – 4 kW (13,700 Btu) @ 25ºC

•Two speed fan

•Strong metal construction

•Non marking castors

•Environmentally friendly R407C refrigerant

•Up to five metres of exhaust air ducting

•Hot gas defrost enables a wide temperature operating range from 35ºC to 0ºC

•Diagnostic lamps to show machine status



PE R F O R M A N C E  D A T A
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CALOREX HEAT PUMPS LIMITED
The Causeway, Maldon, Essex, CM9 5PU United Kingdom

Tel No. +44(0)1621 856611 Fax No. +44(0)1621 850871
e.mail: sales@calorex.com    web: www.calorex.com
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Porta Temp 4500A can be supplied with interchangeable
supply air spigots or grille.

Porta Temp 4500A can be supplied with twin 125Ø or single 175Ø exhaust air spigots

Comprehensive controls offer finger tip operation and
visual indication of machine status.

Specification Unit PortaTemp 4500A

Electrical Supply v/phase/Hz 230/1/50
Fuse amp 13 (standard plug)
FLA amps 10
Nominal running current* amps 7.6
Nominal power consumed* kwH 1.75
Main air flow high/low m3/hr 800/320
Exhaust air flow m3/hr 800/400
Exhaust air ducting (max) m 5
Drainage                                                       Reservoir 9.5 litres with auto-off and warning light
Defrost                                                                                           Hot gas bypass
Operating range (room) ºC 0 - 35

Dimensions

Height mm 954
Width mm 695
Depth mm 458
Weight kg 95
Exhaust spigots x 2 mm/Ø 125
Air discharge spigots (option) mm/Ø 150
Noise level @ 3m dBA 54

* 25ºC/60%RH

T E C H N I C A L  D E T A I L S


